Reminder: 
According to the requirements from the Guidelines of Booth Number and Logo for China Hi-tech Fair, a raw space booth must show up its booth number and mark on the front-view side of the booth, facing the main passage. For detailed requirements, please refer to the guidelines.
Guidelines of Booth Number and Logo for China Hi-Tech Fair
   To facilitate quick search and accurate identification of booths, especially raw space booths, the following guidelines to the specifications for booth number and logo are hereby stipulated:
I. Requirements of the Specifications
1. Standard booth and raw space are required to highlight the booth number in a highly-visible area.
2. The Organizer and Official Construction Contractor must keep all groups, exhibitors or construction units informed of requirements of the guidelines, and supervise implementation of the guidelines. The Organizer reserves the right to force suspension of the booth until amending has been fulfilled. 
3. Based on the work principle of “convenience for exhibitors and for visit guiding,” proper flexible adjustment and treatment could be made. 
II. Standard booth 
The specifications for booth number of a standard booth shall be subject to the norm on Page B5-01 of the Manual for China Hi-tech Fair Visual Identity Specifications (2016) or to relevant provisions about VI application in the current year. 
III. Special Booth (Raw Space Booth)
1. Integrated design
It is compulsory to show up booth number on special booth by the Organizing Committee. 
Exhibitors or construction units should directly integrate booth number into the overall design and construction of the booth. Booth number must be marked on the front-view side of the booth, facing the main passage, and present along with the exhibitor’s name and logo. It is allowed to make independent design on font, color, material and format according to exhibitor’s specific corporate culture and booth design style. The booth number could be displayed in extra position as needed, providing with the easy visibility and identification (including but not limited to the examples shown in Fig.1) .
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(1) Dimensions
The smallest proportional size of booth number shall not less than 10cm in height. 
(2) Position
The appearance of booth number shall be integrated with the enterprise’s full name, abbreviation or logo and be displayed at the main front, placed higher than eye-level. If the booth has a background demonstration wall, it is recommended to display the booth number on the upper area of the demonstration wall facing the main passage; if there is no demonstration wall but decoration wall from the booth ceiling, the booth number could be displayed on the hanging decoration wall or main standing pillors; if there is neither demonstration wall nor pillars, the booth number and logo can be arranged together with the enterprise name and logo on the reception desk or front counter. 
2. Floor Label and attachment label
The two ways of labeling shall be made by the show sponsor or the Official Construction Contractor. Only one of these two ways will be selected for a curtain exhibition and shall be implemented.
(1) Floor labeling
Make the booth number and logo through spraying or printing, and directly post the logo to the floor on the side closest to the main passage at the center of the front foundation line. If the front of the booth is undistinguishable, post the logo at the center of the foundation line closest to the side of the main passage (As shown in Fig. 2). 
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(2) Attachment labeling
Make the booth number and logo through spraying or printing, attach the logo to the supporting side of the booth such as a wall, pillar, etc. The attachment position should be on the side closest to the side of the main passage and to the right side of the front of the booth, with an attachment height of 1.7m or so from the ground. If there is no pillar or wall surface for the label attachment, the booth number and logo can be posted on the floor (as shown in Fig.3). 
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(3) Dimension and character style requirements
Booth number and logo for floor label or attachment label must be in line with the style as specified in the Manual for Application Design of Current China Hi-tech Fair Visual Identity, and the character style, color, size, material and presentation position must be identical and with uniform style and standard. 
(4) Operation implementation
The Comprehensive Management Department shall supervise the usage of booth number and logo style and standard according to the Manual for Application Design of Current China Hi-tech Fair Visual Identity, and provide samples for all departments, construction units, exhibition groups or main construction contractors for proper application. 
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